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Who we are &
what we do?
Ressichem was established in 1999, since its inception, we are proud 
to cater to the needs of the construction & many other industries 
offering quality products manufactured at our state-of-the-art plant 
sourced from the best in the world. Raw materials for our products 
are also sourced from quality suppliers worldwide. Ressichem takes 
pride presenting a variety of construction materials & systems 
which can cater to many needs of the construction industry. 
They include:

Backed by a fully equipped laboratory at our own premises 
with a team of qualif ied engineers and chemists. Ressichem 
carries out regular tests to maintain quality of finished products 
for various construction & industrial applications. Vigorous 
onsite support & quality systems allow for maintaining the quality 
of our products, as well as solve construction and industrial 
problems. In our effort to maximize customer satisfation, our 
technical personnel directly coordinate with customers to 
offer excellent services, product selections & even troubleshoot 
problems where needed. 

Operating on a customer f irst philosophy, Ressichem 
has carved its name in the ever-demanding needs of its 
industry, by offering world class services and fulf illing 
customer requirements via quality manufacturing and rigid 
quality control of products. We believe that the responsive-
ness and the priority we attach to the customer needs & their 
satisfaction has played a pivotal role in our phenomenal growth 
so far.

Dry Mix Mortars / Premix Plasters
Epoxy Floorings
Building Care & Maintenance
Epoxy Adhesives & Coatings
Tiling & Grouting Materials

Concrete and mortar Admixtures
Building Insulation
Decorative Concrete
Specialty Products 



Why Tile Adhesives?

Comparison of Tile Adhesives with
cement sand mortar

Choosing the right tile adhesive is just as important as choosing the tight tile for the project. There is 
an entire industry based on tile adhesives, & it is large, and it is competitive. On the market today, there 
are several tile adhesive types which differ from each other depending on the application at hand. For 
each one of these, there will be a different recipe, different mix ratios, & a different quality of ingredients. 
Ressichem has a wide variety of Tile adhesives suitable to cater to the fixing of most types of tiles on most 
of the surface.

Tile Adhesive and Grouts at Ressichem
At Ressichem we take special care when it comes to the manufacturing of our range of tile adhesives and 
grouts. We believe that our materials should be designed in such a way that their application should be 
done with utmost of ease so that application errors can be avoided.  Our range of tile adhesives and 
grouts are also designed to improve the bond between the tile and the surface it is glued on. 

Selection of quality Raw materials is also an essential part for the manufacturing of our tile adhesives. it is 
for this reason the highest quality aggregates, polymers and cement are used in the manufacturing of 
our tile adhesives. 

At Ressichem we manufacture a wide range of tile adhesives and grouts to satisfy a variety of application 
demands of tile adhesives and grouts.+

Advantages Disadvantages

Fast and efficient.

Easy to use, only mix with water.

Better bonding strength.

Can be grouted within 24 hours without waiting for 
the moisture to evaporate.

Applicable on existing tiles, many special 
substrates like polished cement, dry wall system, 
etc.

Thinner layer.

Time Consuming.

Tiles must be soaked.

Moisture can be accumulated beneath tiles.

Tiles are easily de-bonded.

Not applicable to lay low absorbent tiles like 
60x60 cm granite or any larger sizes

Not applicable to lay tiles on existing tiles, and on 
polished cement.

Not applicable to lay glass mosaics.



Our Products
Products Description Recommend Use Packagingتفصیل Components

Dry Premix (Grey 
Cement Based) General 
Purpose Tile Adhesive - 
Ready to use.

Dry Premix White 
(Cement Based) General 
Purpose Tile Adhesive - 
Ready to use.

Floor & wall tiles (both internal & 
external) for installing general 
homogenous tiles like mosaic, 
cermaic and other general tiles.

Dry Premix (Grey 
Cement Based) General 
Purpose High Strength 
Tile Adhesive - Ready to
use.

Floor & wall tiles (both internal & 
external) for installing general 
homogenous tiles like mosaic, 
cermaic and other general tiles. 
Also suitable for Natural stones, 
marble, grenite etc. for flooring 
purpose.

Floor & wall tiles (both internal & 
external) for installing general 
homogenous tiles like mosaic, 
cermaic and other where a white 
non-yellowig base white adhesive 
is required.

High Strength White 
Cement Based  Water - 
Proof Tile Adhesive.

High Strength Grey 
Cement Based  Water - 
Proof Tile Adhesive.

Versatile tile adhesive for intenal & 
external applications, swimming 
pools, bathrooms basements etc; 
requiring wateproof tile adhesive 
application.

20 KG Single

20 KG Single

20 KG Single

20 KG Single

Versatile tile adhesive for intenal & 
external applications, swimming 
pools, bathrooms basements etc; 
requiring wateproof tile adhesive 
application.

20 KG Single

(Adhesive)

(Water Proof)

(Water Proof)



Our Products
Products Description Recommend Use Packagingتفصیل Components

Extremely durable, High 
Polymer modified tile 
adhesive.

Versatile tile adhesive for intenal & 
external applications, swimming 
pools basements etc; for bonding 
heavy natural tiles as marble, 
granite, ceramic, porcelain and 
others where a cementitious 
adhesive is required. 

Thin set Water-Proof, 
Extremely durable, High 
Polymer modified tile 
adhesive.

Fixing of thin glass and mosaic 
tiles specially formulated for wet 
areas (both internal & external) 
where thin tiles to be applied. 
Highly recommended for swimming 
pools.

Heat resistant  (cement 
based) Tile Adhesive.

Specially designed for high 
temperatures (upto 250 C) areas to 
avoid de-bonding of tiles in excess 
temperature using standard 
porcelain, ceramic tiles and 
light-weight natural stones.

Dry Premix (Cement
Based) General Purpose
Tile Adhesive - Ready to
use for Thick bed tile 
fixing.

Floor & wall tiles (both internal & 
external) for installing general 
homogenous tiles like mosaic, 
ceramic and others specifically for 
thick bed (6mm - 18mm) application.

20 KG Single

20 KG Single

20 KG

20 KG Single

Single



Our Products
Products Description Recommend Use Packagingتفصیل Components

Dry Premix (Cement
Based) insulat ing, 
acoustic  and f lame 
retardant Tile Adhesive 
containing light weight, 
aggregates & other 
polymers .

Floor & wall tiles (both internal & 
external) for installing general 
homogenous tiles like mosaic, 
ceramic and others with insulation, 
acoustics & flame retardence 
features.

Dry Premix (Cement
Based) insulat ing, 
acoustic  and f lame 
retardant Tile Adhesive 
containing light weight, 
aggregates & other 
polymers .

Specially developed for adhesion of 
heavy natural tiles & stones including 
mosaic, ceramic, marble granite 
and other homogenous tiles 
requiring cementitious bonding.

Paste grade epoxy tile 
adhesive  forming 
impermeable adhesive 
layer resisting various 
chemical attacks with 
speedy fixing and high 
bond strength.

Ideal for areas requiring resistance 
to aggressive chemicals like battery 
rooms, transformer  / generator 
rooms, wet areas, kitchen, bathrooms, 
swimming pools etc.

Brilliant White (Cement 
Based) Tile Adhesive 
with modified polymers.

Adhesive designed for white 
colored tile application of porous 
natural marble & granite flooring. 
Suitable for thick bed  applications 
(upto 18mm).

20 KG Single

20 KG Single

20 KG Single

25 KG
Part A: 2.5 KG
Part B: 2.5 KG
Part C: 20 KG



Part A: 01 KG
Part B: 400g

Our Products
Products Description Recommend Use Packagingتفصیل Components

Quick set (Cement 
Based) Tile Adhesive  
with modified polymers 
for bonding over 
cementitious subsrates. 

Specially designed for quick bonding 
of ceramic, porcelain, natural tiles 
and stones where immediate 
traffic and usage required after 
few hours of application.

Color fast Grout for joint 
filling of cementitious 
substrates.

Specially designed colored grout for 
use with most types of ceramic tiles 
and natural stones in high moisture 
areas like bathrooms (both internal 
and external).

Cement based Color fast 
Grout for mold / fungus / 
bacetria resistant, water
resistant joint filling of 
cementitious substrates.

Specially designed for areas with 
high impact of acids and other 
chemicals. Highly suited for 
areas such as laboratories, chemical 
spillage rooms, hospitals, kitchens 
requiring high strength, chemically 
resistant joints with high gloss. 

Epoxy Tile Grout with 
acid / chemical resistance, 
anti-fungal  /  anti-bacterial, 
dust-proof joint filling.  

Colored grout for use with most 
types of (both internal and external) 
ceramic tiles and natural stones.

20 KG

01 KG
15 KG

01 KG
15 KG

1.4 KG

Single

Single

Single



Part A: 300g
Part B: 300g
Part C: 01 KG

Part A: 01 KG
Part B: 540g

Our Products
Products Description Recommend Use Packagingتفصیل Components

Epoxy Tile Grout (based 
on high grade resin)  
dust-proof joint filling.

Water Based Epoxy Gout Specially 
designed for areas requiring 
dust-proof, easy to clean tile joints 
with water resistance. Specially 
recommended for swimming pools, 
bathrooms, hospitals, kitchens etc.

Epoxy Tile Grout (based 
on high grade resin) 
with high acid / chemical 
resistance, anti-fungal / 
anti-bacterial,dust-proof 
joint filling.

Special Additive designed to 
improve the mixture properties & 
bond strength between cemented 
surfaces and tile base with increased 
wear-resistance.

Aqueous emulsion for 
enhancing bonding strength 
& durability with improved 
water-proofing of tile 
adhesives.

Special latex based additive 
designed to improve the mixture 
properties and bond strength 
between tile joints and tile base 
with increased wear resistance.

Aqueous emulsion (Latex 
based) for enhancing 
bonding strength & 
durability with improved 
water-proofing of tile 
grouts.

Special tile grout designed to 
improve the mixture properties 
and bond strength between 
cemented surfaces and tile base 
with increased wear-resistance.

1.6 KG

Single

01 LTR
05 LTR
10 LTR
15 LTR
30 LTR

200 LTR

01 LTR
05 LTR
10 LTR
15 LTR
30 LTR

200 LTR

Single

1.54 KG



Part A: 05 KG
Part B: 20 KG

Our Products
Products Description Recommend Use Packagingتفصیل Components

High Strength, Latex 
modified, cementitious 
tile adhesive with high 
water resistance.

Tile Adhesive with excellent bonding 
strength for large sized tiles, 
marbles, granite (with suitable 
mechanical support) in kitchen, 
bathrooms, swimming pools, external 
cladding etc. 

General-purpose grout seal for 
protecting dried out surfaces of 
cementitious substrates with clear 
coat.

Water repellent sealer 
(Silane siloxane based) 
with micro molecular 
structure penetrating 
into the surface while 
reacting with dried 
cementitious tile grout.

Admix recommended for use with 
tile grouts and screeds around 
kitchen, bathroom, roofs preventing 
absorb salts & solubles.

Water resistant admixture 
(alkoxy silane / siloxane 
based) tile grout additive.

25 KG

Single

Single

Special design Tile Adhesive  for 
areas requiring heat resistance 
like rooftops, external walls, 
storage tanks made of various 
substrates including metal, 
timber, asbestos boards, cement, 
brickwork, cement board, gypsum 
board etc. 

High Performance  pure 
acrylic heat reflective & 
water-proof tile adhesive, 
specially designed for 
various substrates like 
concrete, metals, timber, 
asbestos boards, cement, 
brickwork etc. 

15 KG
20 KG Single

01 LTR
05 LTR
10 LTR
15 LTR
30 LTR

200 LTR

01 LTR
05 LTR
10 LTR
15 LTR
30 LTR

200 LTR

(Gypsum Board , Cement Board)



Our Products
Products Description Recommend Use Packagingتفصیل Components

Latex modified, cementi-
tious tile grout with high 
water resistance and 
superior bonding; available 
in various colors.

Suitable for variety of stones and tiles 
for joints up to 25mm in kitchens, 
schools, food processing plants 
where high chemical resistance is 
not a prime concern.

Acid resistance,  non-
yellowing tile grouts 
resisting high acidic and 
alkaline nature acid/ 
chemicals with ease of 
cleaning and resistance 
to discoloration. Available 
in various colors.

Specially designed for areas like 
bathrooms, commercial & residential 
spaces where discoloration occurs 
due to frequent use of cleaning 
chemicals and dirt / grits. Suitable 
for mild chemical cleaning agents 
and therefore recommended as 
longterm economical solution for 
bathrooms instead of conventional 
grouts.

1.5 KG Part A: 500ml
Part B: 01 KG

1.5 KG Part A: 500ml
Part B: 01 KG



Notes
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